
The new Belimo shut-off valves A6..H/S 

(Wafer type) and A6..HL/SL (Lug type) are 

ideal for all open-close and shut-off tasks 

in closed heating and cooling circuits. 

Thanks to the stainless steel disc, they 

can also be used in open water circuits 

without any problems. The tight-closing 

shut-off valve additionally helps prevent-

ing energy losses. 

The complete product range –

order directly today

Our comprehensive range 

comprises nominal widths from 

DN 25 respectively DN 50 to  

DN 350 with optimised zeta/kv 

values. Order your new, mainte-

nance-free A6.. shut-off valves 

directly from Belimo by phone or 

e-mail today.

Superior quality combined with 

unbeatable value for money

The shut-off valves are designed 

to resist extreme medium temper-

atures from -20ºC to +120ºC (or 

peaks of +130°C/1 h) without any 

problems. They feature a robust 

epoxy coating and a stainless 

steel disc. Since pressure classes 

PN 6/10/16 are integrated in the 

flange dimensions, storage costs 

can be reduced. The high material 

and production quality assures 

our A6.. shut-off valves a long 

service life – they carry out their 

job reliably and with no mainte-

nance for many years. 

Easy to fit, maintenance-free and energy-saving.

Water is our element. 

                     www.belimo.eu

years warranty

Shut-off valves A6..H/S, A6..HL/SL
The cost effective alternative.



Product range overview Manually-operated shut-off valves

Wafer type Lug type

DN

(mm)

ζ 
Zeta value

kvmax

(m3/h)
Lever

Worm 

gear
Lever

Worm 

gear

25 0.32 45 A625H

32 0.55 55 A632H

40 0.83 70 A640H

50 1.23 90 A650H A650HL

65 0.88 180 A665H A665HL

80 0.73 300 A680H A680HL

100 0.47 580 A6100H A6100HL

125 0.58 820 A6125H A6125S A6125HL A6125SL

150 0.32 1600 A6150H A6150S A6150HL A6150SL

200 0.30 2900 A6200S A6200SL

250 0.32 4400 A6250S A6250SL

300 0.24 7300 A6300S A6300SL

350 0.20 10900 A6350S A6350SL

Alternatively, you can choose from a wide range of already motorised D6..N / D6..NL butterfly 

valves. Please contact your Belimo representative.

Valve specifications:

Shut-off valve with epoxy coating, valve 

disc and internal parts made of stainless 

steel

Rated pressure ps: 1600 kPa

Media: cold and warm water 	

(water with glycol up to max. 50% vol.)

Medium temperature: –20°C to +120°C 

(Short-term: +130°C /1 h)

Leakage rate: A (tight as per  

EN12266-1)

Angle of rotation: 0° to 90°

Lever with 10 ratchet increments and 

position indicator

Worm gear stepless with position 

indicator

Flange dimensions: 

A6..H/S: 

PN 6/10/16 in DN 25 to DN 200 

PN 10*/16 in DN 250 to DN 350 

* upon request 

A6..HL/SL: 

PN 10/16 in DN 50 to DN 150 

PN 16 in DN 200 to DN 350

Maintenance-free

Can be motorised later without difficulty
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BELIMO Automation AG, Brunnenbachstrasse 1, CH-8340 Hinwil
Phone +41 (0)43 843 61 11, Fax +41 (0)43 843 62 68, info@belimo.com

Belimo worldwide: www.belimo.com

5-year 
warranty

On site 
around the 
globe

Complete 
product range

Tested quality Short delivery 
times

Comprehensive 
Support

Water. A complete range from one source.

Control ball valves Shut-off and change-over valves
Retrofit 

Replacement / renovation / modernisation

www.belimo.eu/retrofit


